
                                                                
 

                                                                
 
IDEAL MANUFACTURING LTD 
 
TRAFFIC FILM REMOVER 
 

PRODUCT CODE:  380 
 
DESCRIPTION:   Specially formulated to rapidly dissolve and lift 

stubborn traffic film, dirt and grime from all types 
of paint finish.  

 
APPEARANCE:  A clear mobile liquid.  
 
COMPOSITION:  Formulated from a blend of surfactants, 

sequestrants, Sodium Hydroxide (1%), alkaline 
builders and preservative. 

 
CHARACTERISTICS: SG @ 20oC:   1.090 + 0.01. 
    pH:    12-14 as supplied. 
    Volatility:   Non volatile. 
    Miscibility:   Fully miscible with water. 
    Viscosity:   Mobile liquid. 
    Flash Point:   Non flammable. 
 
HAZARD:   Irritant. 
 
STABILITY AND  Do not mix with other chemicals.  Keep away from  
REACTIVITY:  acids and bleaches as toxic gases may be emitted.  
       
APPLICATION:  Traffic Film Remover may be applied to the vehicle 

by spray, brush, sponge or mop, or may  
    be used with power wash equipment at a dilution of 

300:1 to 600:1 Rinse well and allow to dry. 
    (Please see separate Safety Data Sheet)    

   




